NOTES

1.

TOP EDGE OF TRENCH ON CURB SIDE SHALL BE MAINTAINED AT A MINIMUM DISTANCE OF 1' FROM LIP
OF GUTTER. DISTANCE FROM CURB FACE TO TRENCH CENTER LINE SHALL BE ADJUSTED ACCORDINGLY.

WHEN EDGE OF TRENCH IS LESS THAN 3 FROM LIP OF GUTTER, REMOVE ALL AC BETWEEN LIP OF
GUTTER AND EDGE OF TRENCH.

WHEN EXCAVATION IS IN SIDEWALK, THE fULL WIDTH OF THE SIDEWALK SHALL BE REMOVED AT
NEAREST SCORE LINES AND REPLACED PER APWA STD. 112-1.

BACKFILL MATERIAL SHALL BE PER GENERAL NOTE NO. il OF THESE STD. PLANS AND SECTION 200-2
OF THE STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION. BACKFILL SHALL BE PLACED
AND COMPACTED IN ACCORDANCE WITH SECTION 306-1.3 OF THE ABOVE SPECIFICATION.

RESTORE ALL EXISTING AC PAVEMENT, DAMAGED DURING CONSTRUCTION, TO DORIGINAL OR BETTER
CONDITION AFTER BACKFILL IS COMPLETED.

TRENCHES EXCEEDING 5* DEPTHS MUST BE SHORED AT ALL TIMES OR EXCAVATED IN ACCORDANCE
WITH SECTION 1541.) OF CAL/0SHA

SAWCUT EXISTING PAVEMENT TO CLEAN STRAIGHT LINES
(LEAVING NO BROKEN EDGES?> AFTER TRENCH HAS BEEN
BACKFILLED AND BEFORE PLACING AC. PAVEMENT, TYP.

MIN. 1+ . TOP EDGE OF 1
TRENCH OR SAWCUT AND REMOVE 1' STRIP OF AC
PATCH ON EACH SIDE OF TRENCH AFTER

7 BACKFILL IS COMPLETED.

B . I CONSTRUCT ASPHALT CONCRETE

_______________ = — 1* THICKER THAN EXISTING SECTION.
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PIPE AND BEDDING INSTALLATION PER CITY
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