SYNTHETIC TURF MATERIAL
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COMPACTED SUBGRADE
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COMPACTED SUBGRADE

SYNTHETIC TURF MINIMUM SPEC.:

- MINIMUM 80LB MATERIAL.

INSTALLATION.

- MINIMUM THREE COLORS FOR MATERIAL
- TWO COLORS FOR BLADES, PLUS DIFFERENT COLOR FOR THATCH
- BACKING MATERIAL MUST HAVE DRAIN HOLES MAXIMUM 6" O.C.

- MINIMUM 8 YEAR WARRANTY FOR TURF AND INSTALLATION

—

BECOME WEATHERED IN APPEARANCE. MATERIAL SHALL BE REPLACED PRIOR TO THOSE
CONDITIONS OCCURRING. REPLACEMENT MATERIAL AND INSTALLATION METHODS THERE
OF SHALL BE APPROVED IN ADVANCE. INSPECTION REQUIRED DURING AND AFTER
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ON PRODUCT AND
IF CRUMB FILL IS
REQUIRED. IT SHALL
BE FLUSH WITH NO
TRIPPING HAZARDS.

PLASTIC WOOD

HOT DIPPED GALVANIZED
8D NAILS

12" METAL FRAMING STAKE

- ALL INSTALLATIONS WILL REQUIRE THE SUBMITTAL OF A MESH MATERIAL FOR USE AS RODENT CONTROL

NOTE: OWNER SHALL GUARANTEE THAT THE TURF MATERIAL AND INSTALLATION MATERIAL WILL NOT/BECOME A TRII?ING*IAZAT??)R /7
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